S I M H COK TELLI, COK DAMARLI, SILIKON iZOLEL| KABLO

Sl H F MULTI WIRE, MULTI CORE, SILICONE INSULATED CABLE

DIS KILIF RENGI / COLOUR OF JACKET

ol X

DAMAR RENKLERI / COLOUR CODE

. . Elektrolitik esnek bakir class 5 IEC 228
2 iletkenli / Conductors: . . o e U oa kot Bl
3 lletkenli / Conductors: . . y | Electrolitic Flexible Copper class 5 IEC 228
Red or tinned
4 lletkenli / Conductors: O . . ‘ e (Siﬁk:r: bl
5 lletkenli / Conductors: . . . O ‘ Silicone

6 iletkenli ve Ustii: Conductors and more / Numaral iletkenler: + ‘

Bunlanin haricinde istenilen renkte imalat yapilabilir. Black numbered conductors:+ ‘

Besides manufacturing the desired color can be made.
a 60 +1 8000\

Paketleme
Packaging
STANDARTLAR / STANDARDS
Uygulamalar S X11Y) Y C €
Applications : “@" n m m E
KARAKTERISTIK . CHARACTERISTIC .
Calisma Sicaklig :-60 +180°C Working temperature  : -60 +180°C
Calisma Gerilimi : 500V Working woltage : 500V
Test Gerilimi : 2000V Test woltage : 2000V
ILETKEN CONDUCTOR
Kizil yada Kalayll Bakir Red or tinned copper
Maksimum Tel
Kesit Capi Et Kalinhg: Dis Gap Bakir Agirhg: Kablo Agirhgr
Section Max. Diamater Thickness of Outer Copper Weight Cable Weight
(mmz) of Wires Insulation Diameter (kg/km) (kg/km)
(mm) (mm) (mm)
2x0.50 0.21 0.8 5.8 9.6 50
3x0.50 0.21 0.8 6.1 14.4 59
4x0.50 0.21 0.8 0.7 19.2 72
5x0.50 Q24 1.0 i 24.0 94
6x0.50 0.21 1.0 8.3 28.8 111
7x0.50 0.21 1.0 8.3 33.6 115
2x0.75 0.21 0.8 6.4 14.4 63
3x0.75 0.21 0.8 6.8 21.6 76
4x0.75 0.21 1.0 7.8 28.8 101
5x0.75 0.21 1.0 8.5 36.0 120
6x0.75 0.21 1.0 9.2 43.2 142
7x0.75 0.21 1.0 9.2 50.4 148
(X ®
Butun teknik detaylar bilgi icindir. Diger kesit ve 6zel 6I¢u talepleriniz igin litfen bizimle temasa geginiz.
All information is for technical details. Other sections and special sizes please contact us for your request. o I1 e r
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